
AGCO Challenger MT800 SERIES
MT835, MT845, MT855, MT865, MT875
392" Circumference    

18”
Available Widths

The 18" track offers the choice for general rowcrop work using the MT835 and MT845 tractor models. The track may also be used for occasional primary tillage work. This track is only for use 
with the medium width wheel package.
Note: These are not recommended for use with the MT855/865/875 models.

DurabuiltTM 5500 656-1816 100 3.0" 2.5" 8.0" 52 5.5" 1.6" (41 mm) 4

Camoplast  Treadbars  Guide Lugs Carcass 
Series Part Number # Treads Height Tip Width Pitch # Guides Length Thickness Ply Layers

27.5”
The 27.5" width is recommended for use where width restrictions are the primary consideration. This track can be used in all primary and secondary tillage operations. This track is only for use 
with the wide width wheel package.

DurabuiltTM 3500 636-2708 100 2.7" 1.6" 8" 52 4.7" 1.3" (34 mm) 3
DurabuiltTM 5500 656-2707 100 3" 2.5" 8" 52 5.5" 1.6" (41 mm) 4

Camoplast  Treadbars  Guide Lugs Carcass 
Series Part Number # Treads Height Tip Width Pitch # Guides Length Thickness Ply Layers

30”
The 30" width is preferred width for the MT800 series as it offers a good balance of floatation, penetration, and minimized berming in turns. This track is only for use with the wide width wheel package. 
Note: 696-3017 is the only track recommended for construction applications.

DurabuiltTM 3500 636-3029  100 2.7" 1.6" 8" 52 4.7" 1.6" (41 mm) 3
DurabuiltTM 5500 656-3031  100 3" 2.5" 8" 52 5.5" 1.6" (41 mm) 4
DurabuiltTM 5500 696-3017 501186D1 100 2.2" 2.8" 8" 52 5.5" 1.6" (41 mm) 4

Camoplast  Treadbars  Guide Lugs Carcass 
Series Part Number

OEM Part
Number # Treads Height Tip Width Pitch # Guides Length Thickness Ply Layers

36”
The 36" width offers the most in floatation capabilities. This track is only for use with the wide width wheel package. 
Note: 696-3605 is the only track recommended for construction applications.

DurabuiltTM 3500 636-3621  100 2.7" 1.6" 8" 52 4.7" 1.5" (37 mm) 4
DurabuiltTM 5500 656-3622  100 3" 2.5" 8" 52 5.5" 1.6" (41 mm) 4
DurabuiltTM 5500 696-3605 501196D1 100 2.2" 2.8" 8" 52 5.5" 1.6" (41 mm) 4

Camoplast  Treadbars  Guide Lugs Carcass 
Series Part Number

OEM Part
Number # Treads Height Tip Width Pitch # Guides Length Thickness Ply Layers

• High-quality, long-life track.
• Designed for all agricultural applications.
• Heavier carcass and treadbar volume
 for increased track life.
• Ideal choice where added durability
 is desired.

• Most durable track available on the market.
• Best option for extreme agricultural
 and construction applications.
• Larger main cable and heavier carcass
 provide greater tear strength.
• Extra treadbar and guide lug volume
 for roading and sidehill use.
• The ultimate in rubber track performance. 

At Camoplast, making tracks is our business. All our tracks benefit from our constantly 
improving rubber track technology in a wide variety of applications in the agriculture, industrial, 
and recreational industries.

DurabuiltTM tracks are the culmination of almost 50 years of research and development by the 
world’s leading agricultural rubber track experts. Every day, our track designs demonstrate 
proven reliability for the most prominent OEM names in the agricultural industry.

UNMATCHED CHOICES FOR EVERY TRACK APPLICATION

FOR MORE INFORMATION:
www.camoplast.com
1-88-traction
agtracks@camoplast.com Lit
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